Annex 5_(partII)

Finishes and Fitttings / Design requirements for

 Supported Hostel for Ex- Mentally Ill Persons at Lok Wah  

(Capacity 20)

	
	Accommodation
	NOFA

(m2)
	(a) Finishes Requirements

(b) Fittings Requirements

(c) Other Requirements



	1.
	Warden Room

(1 no. person)
	6.4
	(a)
	(i)
	Floor:
	500mm x 500mm x 2mm thick vinyl tiles to BS 3261 on cement sand screed or other approved. 

A 100mm high skirting of matching material or 12mm thk. hardwood to all walls and columns.



	
	
	
	
	(ii)
	Walls:
	Anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	
	(iii)
	Ceiling:
	Anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	(b)
	(i)
	Notice board:
	1no. 1200mm x 1200mm at 1200mm above floor level; 13mm softboard to BS 1142, Pt. 3, finished with Hessian fabric.



	
	
	
	
	(ii)
	Cupboard:
	900mm(l) x 400mm(d) x 1200mm(h) lockable cupboard with adjustable shelves and/or  drawers. Cupboard to be plywood or blockboard with postformed edging plastic laminate, drawers and shelves to be of laminated plastic on plywood or blockboard with hardwood lipping, or other approved.



	
	
	
	
	(iii)
	Half-Glazed Partition:
	Half-glazed, clear glass partition to be provided between this office and the corridor or the General Office. 



	
	
	
	(c)
	(i)
	To be located near Main entrance.  This room may be located inside the General Office. 


	2.
	General Office
(5 nos. persons)
	19.9
	(a)
	(i)
	Floor:
	500mm x 500mm x 2mm thick vinyl tiles to BS 3261 on cement sand screed or other approved. 

A 100mm high skirting of matching material or 12mm thk.. hardwood to all walls and columns.



	
	
	
	
	(ii)
	Walls:
	Anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	
	(iii)
	Ceiling:
	Anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	(b)
	(i)
	Notice Board: 


	1 no. 1200mm x 1200mm at 1200mm above floor level; 13mm softboard to BS 1142, Pt. 3, finished with Hessian fabric.



	
	
	
	
	(ii)
	Wyteboard:
	1 no. 1200mm x 1200mm wyteboard at 1200mm above floor level.



	
	
	
	
	(iii)
	Name board
	1 no. 1200mm x 1200mm name board at 1200mm above floor level for indicating presence/ absence of residents.



	
	
	
	
	(iv)
	Cupboard:


	Full height 400mm(d) lockable cupboard with adjustable shelves and/or drawers, to the full length of one long wall.

Construction as for Warden Room.



	
	
	
	
	(v)
	Reception Counter:
	1,500mm(l) reception counter and a desk of 550mm(d) x 750mm (h) with drawers and adjustable shelves in lockable cupboards.
The reception counter shall be accessible by wheelchair users.

Counter top and desk-top to be granite or a solid surfacing material (e.g. “Corian”) or other approved.



	
	
	
	(c)
	(i)
	To be located near Main entrance.  


	3.
	Living Units

(20 nos. persons)


	146
	(a)


	(i) 
	Floor: 


	500mm x 500mm x 2mm thick vinyl tiles or vinyl sheet to BS 3261 or 300mm x 300mm x 9mm thick anti-slip ceramic (homogeneous) tiles on cement sand screed or other approved. 

A 100mm high skirting of matching material or 12 mm thk. hardwood to all walls and columns.



	
	
	
	
	(ii)
	Walls:
	1,200mm high timber dado with solid colour/ pattern laminated plastic finish and anti-mould acrylic emulsion paint on internal plaster above or other approved.



	
	
	
	
	(iii)
	Ceiling:
	Anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	(b)
	(i)
	Wyteboard
	1 no. 1200mm x 1200mm wyteboard 1200mm above floor level to each unit.



	
	
	
	
	(ii)
	Wardrobe


	Built-in lockable wardrobe with laminated plastic finish 500 mm wide x 600 mm deep for each resident.  If necessary, individual lockable wardrobe may be combined with a bedside table next to each bed.


	
	
	
	
	(iii)
	Curtain 
	Provide windows with heavy duty rails threaded and plastic rollers only, i.e. without strings and pulleys. 


	
	
	
	(c)
	(i)
	2 special units at 34.5 m2  each for total 6 persons. The rest of the units to accommodate 1 to 2 persons with 5.5 m2 per person.


	
	
	
	
	(ii)
	Room designs should aim at maximizing usable floor space.  
There should be space for one bed, one bedside table and a comfortable chair for each resident.

	
	
	
	
	(iii)
	To create a homely and peaceful setting.

	4.
	Staff Barrack Room

(1 no. person)
	5.2
	(a)


	(i) 
	Floor: 


	500mm x 500mm x 2mm thick vinyl tiles or vinyl sheet to BS 3261 or 300mm x 300mm x 9mm thick anti-slip ceramic (homogeneous) tiles on cement sand screed or other approved. 

A 100mm high skirting of matching material or 12 mm thk. hardwood to all walls and columns.



	
	
	
	
	(ii)
	Walls:
	Anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	
	(iii)
	Ceiling:
	Anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	(b)
	(i)
	Notice Board: 


	1 no. 1200mm x 1200mm at 1200mm above floor level; 13mm softboard to BS 1142, Pt. 3, finished with Hessian fabric.



	
	
	
	
	(ii)
	Wardrobe
	A built-in lockable wardrobe with laminated plastic finish of  1,500 mm wide x 600 mm deep.

	
	
	
	
	(iii)
	Cupboard:
	Full height 400mm(d) lockable cupboard with adjustable shelves and/or drawers, to the full length of one long wall.

Construction as for Warden Room.



	
	
	
	
	(iii)
	Bench Unit
	One number of slatted bench and a row of coat hooks/rails may be provided.

	
	
	
	(c)
	(i)
	To be located near staff toilet wherever possible. 



	5.
	Dining/ Recreation Room

(26 nos. persons)
	26
	(a)
	(i)
	Floor: 


	500mm x 500mm x 2mm thick vinyl tiles or vinyl sheet to BS 3261 or 300mm x 300mm x 9mm thick anti-slip ceramic (homogeneous) tiles on cement sand screed or other approved. 

A 100mm high skirting of matching material or 12 mm thk. hardwood to all walls and columns.



	
	
	
	
	(ii)
	Walls:
	1,200mm high timber dado with solid colour/ pattern laminated plastic finish and anti-mould acrylic emulsion paint on internal plaster above or other approved.



	
	
	
	
	(iii)


	Ceiling:
	Anti-mould acrylic emulsion paint on internal plaster.



	
	 
	
	(b)
	(i)
	Notice board


	2nos. 1200mm x 1200mm at 1200mm above floor level; 13mm softboard to BS 1142, Pt. 3, finished with Hessian fabric.



	
	
	
	
	(ii)
	Wyteboard
	1no. 1200mm x1200mm wyteboard at 1200mm above floor level.


	
	
	
	
	(iii)
	Curtain 
	Provide windows with heavy duty  rails threaded and plastic rollers only i.e. without strings & pulleys. 



	
	
	
	
	(iv)
	Wash basin: 
	1 no. wash basin with cold water supply and  counter cupboard to be provided. The counter top to be constructed of solid surfacing material (e.g. ‘Corian’) or other approved.  The cupboard to be constructed with plywood or blockboard with postformed edging plastic laminate or other approved. 



	
	
	
	
	(v)
	Water Dispenser:
	Water supply and drainage for hot and cold water dispenser 



	
	
	
	(c)
	
	To be located near the kitchen. 


	6.
	Interview Room
(4-6 persons) 
	6.5
	(a)
	(i)
	Floor:
	500mm x 500mm x 2mm thick vinyl tiles to BS 3261 on cement sand screed or other approved. 

A 100mm high skirting of matching material or 12mm thk. hardwood to all walls and columns.



	
	
	
	
	(ii)
	Walls:
	Anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	
	(iii)
	Ceiling:
	Anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	(b)
	(i)
	
	Viewing panel to door. 



	
	
	
	
	(ii)
	Half-Glazed Partition:
	Half-glazed, clear glass partition to be provided between this room and the corridor or the General Office. 



	
	
	
	
	(iii)
	
	Venetian blind for the viewing panel and  windows, if applicable.



	7.
	Small Group Room

(5-7 nos. persons)
	10.0
	(a)


	(i) 
	Floor: 


	500mm x 500mm x 2mm thick vinyl tiles or vinyl sheet to BS 3261 or 300mm x 300mm x 9mm thick anti-slip ceramic (homogeneous) tiles on cement sand screed or other approved. 

A 100mm high skirting of matching material or 12 mm thk. hardwood to all walls and columns.



	
	
	
	
	(ii)
	Walls:
	Anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	
	(iii)
	Ceiling:
	Anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	
	(iv)
	Cupboard:


	1200mm(h) x 400mm(d) lockable cupboard with adjustable shelves and drawers, to the full length of one wall.

Cupboard to be plywood or blockboard with postformed edging plastic laminate, drawers and shelves to be of laminated plastic on plywood or blockboard with hardwood lipping, or other approved. Rounded corners to be provided at all external edges and corners.



	8.
	Kitchen & Store
	12.5
	(a)
	(i)
	Floor:
	300mm x 300mm x 9mm thick anti-slip ceramic (homogeneous) tiles or other approved on cement sand screed laid with adequate falls to floor drains. Matching coved tile skirting 100mm high to all walls and columns.



	
	
	
	
	(ii)
	Walls & Columns:
	150mm x 150mm x 5.5mm light coloured cushion edged glazed ceramic tiles to 2,200mm high, anti mould acrylic emulsion paint on internal plaster above. 



	
	
	
	
	(iii)
	Ceiling:
	White anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	(b)
	(i)
	Food Preparation/ Washing Bench 
	Along at least one wall, bench units of 600(d) x 850mm(h) with drawers and adjustable shelves in lockable cupboards under.

A washing bench with 2 nos. stainless steel sink unit with two draining boards and one double bowl sink sized at 350mm(w) x 600mm(l) x 450mm(d) to be installed. Hot and cold water supply sink mixer tap over each bowl. 



	
	
	
	
	(ii)
	Cooking Bench
	Cooking bench for 1 no. twin electric hot plate with adjustable shelves in cupboard under.



	
	
	
	
	(iii)
	Wall-hung

Cupboards
	300mm(d) x 750mm(h) hanging cupboard with adjustable shelves to be provided above the food preparation bench and cooking bench as appropriate.



	
	
	
	
	(iv)
	Wyteboard
	1 no. 1200mm x 1200mm high wyteboard.


	
	
	
	
	(v)
	Towel Rail
	1 nos. 500mm long towel rails for each sink/ wash basin.



	
	
	
	
	(vi)
	Shelves:
	500mm deep horizontal storage shelves from floor to ceilings along the entire length of one wall.

Shelves to be of 25mm thick blockboard with 10mm thick hardwood lipping on 45mm x 45mm x 5mm G.S. angle frame. Intermediate shelves appropriately spaced with G.S. angle vertical supports at approx.1500mm centres. 



	
	
	
	(c)
	(i)
	Door providing direct access to the external is preferable. 



	
	
	
	
	(ii)
	Layout design to allow space for 2 chopping boards and other kitchen equipments required under the “Fitting Out Requirements of Building Services Installations”. 


	
	
	
	
	(iii)
	Degreasing traps should be provided to collect waste water from the kitchen sinks.

	
	
	
	
	(iv)
	Floors shall have adequate water-proofing with sufficient fall and suitable number of floor drains.

	
	
	
	
	(v)
	All bench tops to be constructed of stainless steel or solid surfacing material (e.g. ‘Corian’) or other approved.

All cupboards to be constructed with stainless steel or plywood or blockboard with postformed edging plastic laminate or other approved. 
All drawers and shelves to be constructed of stainless steel or laminated plastic on plywood or blockboard with hardwood lipping, or other approved.



	9.
	Laundry and Linen Store
	10.0
	(a)
	(i)
	Floor:
	300mm x 300mm x 9mm thick anti-slip ceramic (homogeneous) tiles or other approved on cement sand screed laid with adequate falls to floor drains. Matching coved tile skirting 100mm high to all walls and columns.



	
	
	
	
	(ii)
	Walls 
	150mm x 150mm x 5.5mm light coloured cushion edged glazed ceramic tiles to 2200mm high.. 



	
	
	
	
	(iii)
	Ceiling:
	White anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	(b)
	(i)
	Laundry Sink:
	1 no. stainless steel sink with drainer table.  Bowl size to be say 760mm(l) x 500mm(w) x 300mm(d) with cold water supply.



	
	
	
	
	(ii)
	Drying Rack:
	2 nos. stainless steel drying rack installed at high level.



	
	
	
	
	(iii)
	Shelves
	Adjustable shelves 500mm deep from floor to ceiling along one wall



	
	
	
	(c)
	(i)
	Concrete plinth required to receive industrial type washers & dryers and water supply & drainage points to be provided for laundry equipment.



	
	
	
	
	(ii)
	Located near other wet areas such as toilets to facilitate cleansing



	
	
	
	
	(iii)
	Design to allow space, water supply and drain points for a washing machine and a dryer (both domestic type). 



	10 (A)
	Toilets cum shower for Male and Female residents 
	As Appropriate
	(a)
	(i)
	Floor: 
	300mm x 300mm x 9mm thick anti-slip ceramic (homogeneous) tiles or other approved on cement sand screed laid with adequate falls to floor drains. Matching coved tile skirting 100mm high to all walls and columns.



	
	
	
	
	(ii)
	Walls:
	150mm x 150mm x 5.5mm light coloured cushion edged glazed ceramic tiles to 2200mm high, anti mould acrylic emulsion paint on internal plaster above. 

Pattern tile may be used as appropriate to create effect.



	
	
	
	
	(iii)
	Ceiling:
	White anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	
	(iv)
	Compart-ment Walls: 
	Proprietary solid core phenolic resin faced and sealed or other water resistant material same as wall finish.   



	
	
	
	
	(v)
	Compart-ment Doors:
	Proprietary solid core phenolic resin faced and sealed doors with indication bolt and coin operated from outside for each cubicle.



	
	
	
	(b)
	(i)
	Sanitary Fitments
	For male toilet:

1 no. WC.

1 no. urinal.

2 no. wash basins with lever action cold water tap.
1 no. shower tray and curtain track.
For female toilet:

2 no. WC.

2 no. wash basins with lever action cold water tap.

1 no. shower tray and curtain track. 



	
	
	
	
	(ii)
	Toilet Accessory
	For each toilet cubicle, 1 no. of toilet paper roll holder and coat hook; 
For each wash basin, 1 no. of liquid soap dispenser and a mirror; 
For each shower compartment: a pre-mixed hot and cold water supply, a wall mounted mixer with flexible hose and shower head with coat hook, liquid soap dispenser, cloth rack/ shelf at high level;

One row of coat hooks with at least one hook for each resident.
 

	
	
	
	
	(iii)
	Door
	Door opening into toilet area to be provided with self- closing device..



	
	
	
	
	(iv)
	
	Floors shall have adequate water-proofing with sufficient fall and suitable no. of floor drains.


	
	
	
	(c)
	(i)
	Design and provisions to be in full accordance with the latest edition of “Design Manual: Barrier Free Access”.  



	10

(B).
	Disabled Toilet cum Shower
	As Appropriate
	(a)
	(i)
	Floor: 


	300mm x 300mm x 9mm thick anti-slip ceramic (homogeneous) tiles or other approved on cement sand screed laid with adequate falls to floor drains. Matching coved tile skirting 100mm high to all walls and columns. 



	
	
	
	
	(ii)
	Walls:
	150mm x 150mm x 5.5mm light coloured cushion edged glazed ceramic tiles to 2,200mm highfull height, anti mould acrylic emulsion paint on internal plaster above. 

Pattern tile may be used as appropriate to create effect. 



	
	
	
	
	(iii)
	Ceiling:
	Anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	(b)
	(i)
	Sanitary Fitments
	1 no. WC.

1 no. wash basin with lever action cold water tap.

1 no. of commode/shower seat to slide over WC. 



	
	
	
	
	(ii)
	Toilet Accessory
	1 no. toilet paper roll holder.

1 no. coat hook. 

1 no. towel rail.

1 no. liquid soap dispenser. 

1 no. mirror.

1 no. shower fitting with wall mounted pre-mixed water mixer with flexible hose and shower head to be provided for wheelchair users. Shower fittings shall be positioned convenient for staff assistance. 
Hand rails as indicated in the latest edition of Design Manual: Barrier Free Access.



	
	
	
	(c)
	(i)
	Door
	Door opening into toilet area to be provided with self- closing device.


	
	
	
	
	(ii)
	
	Floors shall have adequate water-proofing with sufficient fall and suitable no. of floor drain.


	
	
	
	
	(iii)
	
	Design and provisions of the toilet to be in full accordance with the latest edition of Design Manual: Barrier Free Access..



	11.
	Toilet cum Shower for  Staff 


	As Appropriate
	(a)
	(i)
	Floor: 


	300mm x 300mm x 9mm thick anti-slip ceramic (homogeneous) tiles or other approved on cement sand screed laid with adequate falls to floor drains. Matching coved tile skirting 100mm high to all walls and columns.



	
	
	
	
	(ii)
	Walls:
	150mm x 150mm x 5.5mm light coloured cushion edged glazed ceramic tiles to 2200mm high, anti- mould acrylic emulsion paint on internal plaster above. 



	
	
	
	
	(iii)
	Ceiling:
	White anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	(b)
	(i)
	Sanitary Fitments
	1 no. WC.

1 no. wash basin with cold water tap.

1 no. of shower tray and curtain track. 



	
	
	
	
	(ii)
	Toilet Accessory
	1 no. toilet paper roll holder.

1 no. coat hook. 

1 no. towel rail.

1 no. shower fitting.

1 no. liquid soap dispenser. 

1 no. mirror.
For the shower compartment, 1 no. pre-mixed hot and cold water supply, a wall mounted mixer with flexible hose and shower head, a liquid soap dispenser a coat hook and a cloth rack/ shelf at high level;



	
	
	
	(c)
	(i)
	Door
	Door opening into toilet area to be provided with self- closing device.


	
	
	
	
	(ii)
	
	Floor shall have adequate water-proofing with sufficient fall and suitable no. of floor drains.


	12.
	Circulation Areas
	As Appropriate
	(a)
	(i)
	Floor:
	500mm x 500mm x 2mm thick vinyl tiles or vinyl sheet to BS 3261 or 300mm x 300mm x 9mm thick anti-slip ceramic (homogeneous) tiles on cement sand screed or other approved. 

A 100mm high skirting of matching material or 12 mm thk. hardwood to all walls and columns.



	
	
	
	
	(ii)
	Walls:
	1,200mm high timber dado with solid colour/ pattern laminated plastic finish and anti-mould acrylic emulsion paint on internal plaster above or other approved.



	
	
	
	
	(iii)
	Ceiling:


	Anti-mould acrylic emulsion paint on internal plaster.



	
	
	
	(b)
	(i)
	Handrails:
	Timber or plastic coated proprietary made handrails to be provided to all walls in the public circulation area. 

Hand rails as indicated in the latest edition of Design Manual: Barrier Free Access”.



	
	
	
	(c)
	(i)
	If site condition warrants, the width of corridor shall preferably be at least 1500mm to allow passing of 2 wheelchairs and to facilitate a wheelchair user accompanied by escorts on either side.

	
	
	
	
	
	
	

	
	NOFA
	242.5
	
	
	
	

	
	say
	243m2
	
	
	
	

	
	
	
	

	
	
	
	


Notes:
.   
	1.
	The design and construction of the Home shall comply with all relevant Statutes and Code of Practices including but not limited to the Buildings Ordinance.  Particular attention is drawn to the minimum standards and guidelines on building and accommodation, safety and fire precaution, and floor space requirements as set out in the Code of Practice for Residential Care Home for Persons with Disabilities.



	2
	Heavy duty curtains tracks to be provided to all windows / half glazed partitions in functional areas accessible by the service users to enhance home-like environment.  Curtains rails shall be on heavy-duty rails threaded with plastic rollers only, ie. Without strings and pulleys.  Venetian blinds shall be provided to all external windows / half- glazed partitions in all office areas.


	3.
	This schedule specified the fitting-out requirements for a supported hostel for ex-mentally ill persons of 20 places.  AP/operator should comply with the requirements as far as possible and with due   regard to the site condition and the planned capacity of the hostel.



	4.
	DeadDead end type means of escape (MOE) for dormitories should be avoided where possible.   




Architectural Section

Social Welfare Department

August 2006

Fitting Out Requirements of Building Services Installations for

Supported Hostel for Ex-mentally Ill Persons (Capacity 20) 

at Lok Wah (South) Estate

	
	
	
	
	
	
	

	
	Accommodation
(NOFA)
	
	Requirements 


	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	1.
	Warden room

(1 person)


	(a)
	Lighting
	:
	(i)
	General fluorescent fittings.



	
	
	(b)
	Power
	:
	(i)
	2 nos. 13A switched sockets for general purpose.



	
	
	
	
	
	(ii)
	Necessary power supply for air conditioner.



	
	
	
	
	
	(iii)
	2 nos. 13A switched sockets near the computer data .



	
	
	(c)
	Air-

Conditioning


	:
	(i)
	Required.

	
	
	(d)
	Telephone Point


	:
	(i)
	1 no.

	
	
	(e)
	Computer Data Point

	:
	(i)
	1 no.



	
	
	(f)
	PA System
	:
	(i)
	Speakers required.



	2.
	General Office
(5 persons)


	(a)
	Lighting
	:
	(i)
	General fluorescent fittings.



	
	
	(b)
	Power
	:
	(i)
	13A switched sockets for general purpose. (at least 1 no. per 6.5m2 of floor area).



	
	
	
	
	
	(ii)
	Necessary power supply for air conditioner.


	
	
	
	
	
	(iii)
	Necessary power supply for emergency call bell system.



	
	
	
	
	
	(iv)
	Necessary power supply for PA system.



	
	
	
	
	
	(v)
	2 nos. 13A switched sockets near each computer data point.



	
	
	(c)
	Air-

Conditioning


	:
	(i)
	Required.

	
	
	(d)
	Telephone Point


	:
	(i)
	5 nos. including 1 no for fax.



	
	
	(e)
	Computer Data Point

	:
	(i)
	2 nos.



	
	
	(f)
	Emergency Call Bell
	:
	(i)
	1 no. emergency call bell panel with red indication lights and buzzer.



	
	
	(g)
	PA System
	:
	(i)
	PA system control panel with zoning. The PA system shall incorporate CD player for playback of music.



	3.
	Living Units

(20 persons)


	(a)
	Lighting
	:
	(i)
	General fluorescent fittings.



	
	
	
	
	:
	(ii)
	1 no. of foot light near the door in each unit. 


	
	
	(b)
	Power
	:
	(i)
	13A switched sockets for general purpose (at least 1 no. per  6.5m2 of floor area).



	
	
	
	
	
	(ii)
	Necessary power supply for oscillating fans.



	
	
	
	
	
	(iii)
	Necessary power supply for air conditioners.


	
	
	(c)
	Air-

Conditioning

	:
	(i)
	Required with heating facilities.

	
	
	(d)
	PA System
	:
	(i)
	Speakers required.



	
	
	(e)
	Emergency Call Bell


	:
	(i)
	1 no. call bell push near the door in each unit.


	
	
	(f)
	Appliances
	:
	(i)
	400mm dia. Oscillating fans (about 1 no. per 10m2 of floor area).



	4.
	Staff Barrack Room

(1 person)


	(a)
	Lighting
	:
	(i)
	General fluorescent fittings.



	
	
	(b)
	Power
	:
	(i)
	13A switched sockets for general purpose (at least 1 no. per  6.5m2 of floor area).



	
	
	
	
	
	(ii)
	Necessary power supply for oscillating fans.



	
	
	
	
	
	(iii)
	Necessary power supply for air conditioners.


	
	
	(c)
	Air-

Conditioning

	:
	(i)
	Required.

	
	
	(d)
	Telephone Point


	:
	(i)
	1 no.


	
	
	(e)
	Appliances
	:
	(i)
	400mm dia. Oscillating fans (about 1 no. per 10m2 of floor area).



	5.
	Dining/ Recreation Room

(26 persons) 


	(a)
	Lighting
	:
	(i)
	General fluorescent fittings.



	
	
	(b)
	Power
	:
	(i)
	13A switched sockets (at least 1 no. per 6.5m2 of floor area).



	
	
	
	
	
	(ii)
	Necessary power supply for oscillating fans.



	
	
	
	
	
	(iii)
	Necessary power supply for air conditioners.


	
	
	
	
	
	(iv)
	3 nos. 13A switched sockets near the TV/FM point.



	
	
	(c)
	Air-

Conditioning

	:
	(i)
	Required with heating facilities.

	
	
	(d)
	Telephone Point


	:
	(i)
	1 no.


	
	
	(e)
	PA System
	:
	(i)
	Speakers required.



	
	
	(f)
	Emergency Call Bell

	:
	(i)
	1 no. call bell push.


	
	
	(g)
	BRI


	:
	(i)
	1 no. TV/FM points.



	
	
	(h)
	Appliances

	:
	(i)
	400mm dia. Oscillating fans (about 1 no. per 10m2 of floor area).



	6.
	Interview Room

(2 – 4 persons)


	(a)
	Lighting
	:
	(i)
	General fluorescent fittings.



	
	
	
	
	
	(ii)
	1 no.  red indicating light on top of door.



	
	
	(b)
	Power
	:
	(i)
	13A switched sockets for general purpose (at least 1 no. per  6.5m2 of floor area).



	
	
	
	
	
	(ii)
	Necessary power supply for 1 no. oscillating fan.



	
	
	
	
	
	(iii)
	Necessary power supply for air conditioner.


	
	
	(c)
	Air-

Conditioning

	:
	(i)
	Required with heating facilities.

	
	
	(d)
	Emergency Call Bell

	:
	(i)
	1 no. call bell push.



	
	
	(e)
	Appliances
	:
	(i)
	400mm dia. Oscillating fans (about 1 no. per 10m2 of floor area).



	7.
	Small Group Room

(5 – 7 persons)


	(a)
	Lighting
	:
	(i)
	General fluorescent fittings.



	
	
	(b)
	Power
	:
	(i)
	13A switched sockets (at least 1 no. per 6.5m2 of floor area).



	
	
	
	
	
	(ii)
	Necessary power supply for oscillating fans.



	
	
	
	
	
	(iii)
	Necessary power supply for air conditioners.


	
	
	
	
	
	(iv)
	2 nos. 13A switched sockets near the computer data point for one set of computer equipment.



	
	
	
	
	
	(v)
	3 nos. 13A switched sockets near the TV/FM point.



	
	
	(c)
	Air-

Conditioning

	:
	(i)
	Required with heating facilities.

	
	
	(d)
	Computer Data Point

	:
	(i)
	1 no.



	
	
	(e)
	PA System
	:
	(i)
	Speakers required.



	
	
	(f)
	Emergency Call Bell

	:
	(i)
	1 no. call bell push.


	
	
	(g)
	BRI
	:
	(i)
	1 no. TV/FM point.



	
	
	(h)
	Appliances
	:
	(i)
	400mm dia. Oscillating fans (about 1 no. per 10m2 of floor area).



	8.
	Kitchen  & Store


	(a)
	Lighting
	:
	(i)
	Corrosion resistant fluorescent fittings.



	
	
	(b)
	Power
	:
	(i)
	1 no. 13A switched sockets for general purpose at skirting level.



	
	
	
	
	
	(ii)
	Necessary power supply for oscillating fan.



	
	
	
	
	
	(iii)
	Necessary power supply for extract fan.



	
	
	
	
	
	(iv)
	2 nos. 13A switched sockets for electrical appliances at 200mm above preparation table.



	
	
	
	
	
	(v)
	1 no. 13A switched socket for refrigerator at 1350mm AFFL.



	
	
	
	
	
	(vi)
	2 nos. 13A switched sockets for rice cookers at 200 mm above preparation table.



	
	
	
	
	
	(vii)
	1 no. 13A fused connection unit c/w 20A double switch for 10-litre storage type sink water heater.



	
	
	
	
	
	(viii)
	1 no. 15A switched sockets for water boiler at 200 mm above preparation table.



	
	
	
	
	
	(ix)
	2 nos. 13A fused connection units c/w 20A double switches for domestic exhaust hoods.


	
	
	(c)
	Mechanical Ventilation


	:
	(i)
	1 no. extract fan.

	
	
	(d)
	Kitchen Exhaust System


	:
	(i)
	Two nos. domestic type exhaust hoods over cooking bench.


	
	
	(e)
	Gas 
	:
	(i)
	Gas supply installation c/w meter and piping accessories connected to the following kitchen equipment:

2 nos. domestic type double-ring gas burners.



	
	
	(f)
	PA System
	:
	(i)
	Speakers required.



	
	
	(g)
	Appliances
	:
	(i)
	400mm dia. oscillating fans (about 1 no. per 10m2 of floor area).



	
	
	
	
	:
	(ii)
	1 no. 3kW electric water boiler.


	
	
	
	
	:
	(iii)
	1 no. 10-litre storage type electric sink water heater.


	
	
	
	
	:
	(iv)
	2 nos. domestic type double-ring gas burners.



	9.
	Laundry & Linen Store


	(a)
	Lighting
	:
	(i)
	General fluorescent fittings.



	
	
	(b)
	Power
	:
	(i)
	13A switched sockets (at least 1 no. per 6.5m2 of floor area).



	
	
	
	
	
	(ii)
	Necessary power supply for 1 no. extract fan.



	
	
	
	
	
	(iii)
	Necessary power supply for 1 no. oscillating fan.



	
	
	
	
	
	(iv)
	Necessary power supply at 1350mm above finished floor level for industrial type washing machine and drying machines.



	
	
	(c)
	Mechanical Ventilation


	:
	(i)
	1 no. extract fan.



	
	
	(d)
	Appliances
	:
	(i)
	1 no. 400mm dia. oscillating fan.



	
	
	
	
	:
	(ii)
	1 no. 23kg industrial type washing machine.



	
	
	
	
	:
	(iii)
	1 no. 13kg industrial type tumble-dryer.
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(A)
.
	Toilets cum Shower for Male and Female residents


	(a)
	Lighting
	:
	(i)
	General fluorescent fittings.



	
	
	(b)
	Power
	:
	(i)
	Necessary power supply for 1 no. extract fan.



	
	
	
	
	
	(ii)
	Necessary power supply for fan heaters for shower cubicles.


	
	
	(c)
	Mechanical Ventilation


	:
	(i)
	1 no. extract fan.



	
	
	(d)
	Emergency Call Bell

	:
	(i)
	1 no. emergency call bell push at near entrance and in each W.C. compartment and connected to control panel in office.



	
	
	(e)
	PA System
	:
	(i)
	Speakers required.



	
	
	(f)
	Gas


	:
	(i)
	Gas supply to 27 kW (approx.) gas water heaters for showers.



	
	
	(g)
	Appliances


	:
	(i)
	Wall mounted fan heater (quantity to suit the number of shower cubicles).



	
	
	
	
	
	(ii)
	27 kW (approx.) gas water heater (1 no. for each  shower cubicle).
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(B)
	Disabled Toilet cum Shower
	(a)
	Lighting
	:
	(i)
	General fluorescent fittings.



	
	
	(b)
	Power
	:
	(i)
	Necessary power supply for 1 no. extract fan.



	
	
	
	
	
	(ii)
	Necessary power supply for fan heaters for shower cubicles.


	
	
	(c)
	Mechanical Ventilation


	:
	(i)
	1 no. extract fan.



	
	
	(d)
	Emergency Call Bell

	:
	(i)
	1 no. emergency call bell push at near entrance and in each W.C. compartment and connected to control panel in office.



	
	
	(e)
	PA System
	:
	(i)
	Speakers required.



	
	
	(f)
	Gas


	:
	(i)
	Gas supply to 27 kW (approx.) gas water heaters for showers.



	
	
	(g)
	Appliances


	:
	(i)
	Wall mounted fan heater (quantity to suit the number of shower cubicles).



	
	
	
	
	
	(ii)
	27 kW (approx.) gas water heater (1 no. for each  shower cubicle).



	11.
	Toilet cum Shower for Staff


	(a)
	Lighting
	:
	(i)
	General fluorescent fittings.



	
	
	(b)
	Power
	:
	(i)
	Necessary power supply for 1 no. extract fan.



	
	
	
	
	
	(ii)
	1 no. 13A fused connection unit with switch and pilot light for hand dryer.


	
	
	(c)
	Mechanical Ventilation


	:
	(i)
	1 no. extract fan.



	
	
	(d)
	PA System
	:
	(i)
	Speakers required.



	
	
	(e)
	Gas


	:
	(i)
	Gas supply to 27 kW (approx.) gas water heaters for showers.



	
	
	(f)
	Appliances


	:
	(i)
	27 kW (approx.) gas water heater (1 no. for each  shower cubicle).



	
	
	
	
	
	(ii)
	1 no. hand dryer.



	12.
	Circulation Area
	(a)
	Lighting
	:
	(i)
	General fluorescent fittings.



	
	
	
	
	
	(ii)
	Appropriate no. of foot lights along corridor in dormitory areas and near each Toilet.



	.
	
	(b)
	Power
	:
	(i)
	Appropriate number of 13A switched sockets at skirting level.



	
	
	
	
	
	(ii)
	Power supply for electric shutter at main entrance.



	
	
	(c)
	PA System
	:
	(i)
	Speakers required.



	
	
	(d)
	Exit Sign
	:
	(i)
	To suit statutory requirements.



	
	
	(e)
	Illumination of Signage
	:
	(i)
	Appropriate lighting required.



	
	
	
	
	
	
	


Notes:

1. Illumination levels shall follow the recommendations given in the Chartered Institution of Building Services Engineers (CIBSE) Lighting Guides.
2. Fluorescent lighting fittings shall be of batten type, using electronic ballasts and T5/T8 fluorescent tubes, complete with high performance low glare aluminum louver or acrylic prismatic diffuser. Lighting switches shall be mounted at 1100mm above finished floor level unless otherwise specified.

3. Socket outlets shall be 13A for general purpose, switched type, installed at 500mm above finished floor level unless otherwise specified.
4. For areas normally occupied by babies or young children, all socket outlets, lighting switches and fan regulators shall be installed at 1500mm AFFL.

5. Oscillating fans shall be of 400mm diameter with speed regulator, wall or ceiling mounted to suit the layout; they shall be connected to 2A fused connection units and separately controlled by 5A double pole switches.

6. Window-type or split-type air-conditioners with reverse cycle function are recommended for rooms entitled with both cooling and heating provisions. As such, the provision of radiators is not necessary. The air-conditioners shall be provided with terminal blocks and separately controlled by double pole switches of appropriate rating with pilot light.

7. Radiators/fan heaters shall be provided with 13A fused connection units and separately controlled by 20A double pole switches with pilot light.

8. Mechanical exhaust fans shall be provided with fused connection units and separately controlled by double pole switches of appropriate rating with pilot light.
9. Fire services installations shall be provided in compliance with the statutory requirements. Visual fire alarm shall be provided.
10. The type of fuels (e.g. gas or electricity) quoted for the appliances (e.g. gas water heater) in these fitting out requirements is a recommendation only. The Operator / Authorised Person can have his own choice provided that the appliances selected have the same performance as the ones quoted in these fitting out requirements.

Special Provisions / Project Accommodation Requirements

Fitting-out Works for 
For Supported Hostel for Ex-mentally ILL Persons 

at Units 127-138, Fai Wah House, Lok Wah South Estate, Kwun Tong 

The following Provisions /Accommodation Requirements shall be specific to the captioned Project and Premises :-
1. Provision of an access ramp including associated fittings for the disabled to the premises and

2. Provision of new aluminum windows to replace the existing steel windows and safety grilles to all openable windows.
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